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SASA PET BG-80
PET CHIPS

GENERAL

A-1. Values shown below are the average test results that are performed per SASA’s relevant test methods on the day of 
production.
A-2. Production Date: 31.07.2024
A-3. Lot No: 1000003947
A-4. Net Weight: 5 KG

PROPERTIES, TEST RESULTS AND TEST METHODS

PROPERTIES TEST RESULTS SPECIFICATION METHODS

B-1. INTRINSIC VISCOSITY (dL/Gr) 0.798 0.800 ± 0.020 ASTM D4603

B-2. “L*” COLOUR (CIE LAB) 81.3 Min 80 ASTM D6290

B-3. “b*” COLOUR (CIE LAB) -1.2 Max 1 ASTM D6290

B-4. ACETALDEHYDE (ppm) 0.8 Max 1 ASTM F2013

B-5. CHIP SIZE (Gr/100 CHIPS) 1.60 1.60 ± 0.20 SASA Internal 
Method

B-6. MELTING POINT (°C) 247.9 248 ± 3 ASTM D3418

B-7. MOISTURE CONTENT (%) 0.02 Max 0.2 ASTM D6869
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SOURCE

ADVANITE™ Certificate of Analysis — SASA Polyester Sanayi A.Ş.


